
Photometric Measurements
Photometrische Messungen I Mesures Photométriques 
Medicones Fotométricas 

PIXBAR 500 PRO (CLPIXBAR500PRO)

Luminous flux Chromaticity coordinates 

All LEDs on x y1389 lm 0.282 0.255

Red x y167 lm 0.693 0.302

Green x y530 lm 0.184 0.726

Blue x y90 lm 0.144 0.042

White x y533 lm 0.303 0.313

Amber x y265 lm 0.573 0.421

UV x y1 lm 0.176 0.022

4.2k
39
72

516
124
225

247
185
346

50
392
721

12,5
783
1442

Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 23° 

Field angle 
(1/10 peak): 39,6°

Distance (m) 1 3 5 10 20

23° 39,6°
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Luminous flux Chromaticity coordinates 

All LEDs on x y1389 lm 0.282 0.255

Red x y167 lm 0.693 0.302

Green x y530 lm 0.184 0.726

Blue x y90 lm 0.144 0.042

White x y533 lm 0.303 0.313

Amber x y265 lm 0.573 0.421

UV x y1 lm 0.176 0.022
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